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DC/DC system converters
isolated
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Main points:

Output:

• Regulation  Σ (Uin+Iout+TU)<±1,5%
• Accuracy absolute ± 1%
• Ripple <50 mVpp (over TU)
• Spikes <250 mVpp (T 1:1/50MHz)
• Response time ∆Ι=50% ≤ 500 µs
• Constant current limitation < 1,2 Io max

• Output spike fi lter (C - L2 - C)
• No-load, over load, short circuit proof
• Reset 0,9 Uout (Open Collector)
• Parallel operation (Bus)

Input:

• Stand-by power approx. 2 Watt
• ON-OFF-application  (inhibit)
• On-Off-switch and time hysteresis 
 at under voltage 
• Input fi lter acc. to EN 55022.A
•  Low input capacity
 (13mJ/110V - 9mJ/60V - 4mJ/24V)
• Input fuse external (application)

In general:

• Connector DIN 41612, style H15
• Forward converter priciple
• Parallel operation 
• Clock frequency > 120 kHz
• Isolation test voltage 1,5 KVAC 1 min
• Ambient temperature -25°C / +70°C
 Option:  -40°C / +85°C (LES-DB)
• Derating 1,5%/°C > 60°C
• MTBF on request
• Shock/vibration acc. to EN50155
• Weight 600g
• CE-certifi cate on request
• Limit temperature  on KK-* 95°C
• Front panel acc. to specifi cation (Option)

Parallel operation!

• Euro card 3 U / 10 TE 
• Chassis mounting height 45 mm
• Wide input voltage range
• Active transient protection fi lter  
 (SYKO-Patent no. 3804074 and 0402367) 
• Inrush current limitation (ICL)
• Input noise suppression EN 55022.A
• Input / output spike fi lter
• Shock/vibration EN 50155
• Parallel operation

Series HL25.U

single output 
up to 200 Watt

Uin Pout Uout Iout Eff. Model
V W V A % number

36 - 76 150 12 11,0 84 HL25·U60·12·110
100V dyn 15 9,0 84 HL25·U60·15·090

24 6,0 85 HL25·U60·24·060
C E<= 6µF 48 3,0 84 HL25·U60·48·030

76 - 158 200 12 13,0 85 HL25·U10·12·130
190V dyn 15 11,0 85 HL25·U10·15·110

24 8,0 86 HL25·U10·24·080
C E<= 3µF 48 4,0 85 HL25·U10·48·040

front panel additional charge
HL25 (H)  -40°C up to +85°C additional charge
Option: output voltages 60V / 110V on request
Modifi cation costs of possible changes above values:                                     on request
Chassis mounting (HC 25) on request

for
• Railway
• Vehicles
• Instrumentation  

85,00
85,50
86,00
86,50
87,00
87,50
88,00
88,50
89,00
89,50
90,00

76 110 158
Ue/V

�/
%

Hl25.U10.24.

Effi ciency:

Stand: 11/06
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The HL25.U series with an output power up to 200W 
is developed for mobile applications and high opera-
tional reliability. 

Inrush currents are limited and long term transients are 
absorbed with the used SYKO-Patent of an active fi lter. 
The converter works with low input capacity of max. 
3µF (6µF) and the chopping capacitors are chosen 
as high current capable foil capacitors. 

The clever mechanical build up allows the heat con-
duction to the heat sink. The direct chassis mounting 
allows very good heat transmission over the extended 
fl ange heat sink. The converter is equipped with an 
under voltage monitoring function with amplitude- 
and time hysteresis (5V/250ms). The integral switch 
on current limitation is done with an internal power 
limitation.

The functionality is secured in the whole operational range up to limit values based on the chosen components, fi lters, security 
circuits, dynamical and statically current limitation and over voltage protection.

single output 
up to 200 Watt

Measurement of radio interference
Application, external circuit

Derating curve

It is recommended to switch an input fuse in series
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Temperature in °C
-40 45 50 55 60 65 70 75 80 85

Standard version
(-25..+70°C)

Option "H"
(-40...+85)°C

19″-rack system 
without ventilation

Max. load 
current in %

acc. to the LES-DB defi nition 
Tu ≤85°C in the converter‘s 
direct ambient (forced ventilation)
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Pin assignment

 +Uo 4/6
 -Uo 8/10
 BUS 12
 Reset 14
 inhibit 22
 Ground 24 
 +Ui 26/28
 -Ui 30/32

KK-*

Stand: 11/06




